
HARLEY DAVIDSON
type: Dyna - Sportster - Touring - Vrod - XR

SPORTSTER code description

Twinshock (C-R-P) MH100.1KC-N M40KC set twin shock (Dark)

Twinshock (C-R-P) MH100.1KC-C M40KC set twin shock (Chrome)

Twinshock (R-P) MH100.1D-N M40D set twin shock (Dark)

Twinshock (R-P) MH100.1D-C M40D set twin shock (Chrome)
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DYNA code description

Twinshock (C-R-P) MH120.1KC-N M40KC set twin shock (Dark)

Twinshock (C-R-P) MH120.1KC-C M40KC set twin shock (Chrome)

Twinshock (R-P) MH120.1D-N M40D set twin shock (Dark)

Twinshock (R-P) MH120.1D-C M40D set twin shock (Chrome)

TOURING
StreetGlide-ElectraGlide-RoadGlide-RoadKing

code description

Twinshock (R-P) MH110.1D-N M40D set twin shock (Dark)

TOURING “S” my 17/18
StreetGlideS - RoadGlideS - RoadKingS code description

XR 1200 09/12 code description

Twinshock (C-R-L-P) MH140.1KC-N M40KC set twin shock (Dark)

Twinshock (C-R-L-P) MH140.1KC-C M40KC set twin shock (Chrome)

Twinshock (R-L-P) MH140.1D-N M40D set twin shock (Dark)

Twinshock (R-L-P) MH140.1D-C M40D set twin shock (Chrome)

available Length / Interasse disponibile

L =  11,5" - 12,0" - 12,5" - 13,0" - 13,5“

C = Compression adj. / regolaz. Compressione

R = Rebound adj. / regolaz. Estensione

L = Length adj. / regolazione Interasse

P = standard spring Preload / Precarico molla std

L’immagine del prodotto è generica e indicativa.   /   The product image is generic and for information only. 1-2020

C = Chromed Spring / Molla Cromata

N = Black Spring / Molla Nera

V-ROD code description

Twinshock (C-R-P) MH130.1KC-N M40KC set twin shock (Dark)

Twinshock (C-R-P) MH130.1KC-C M40KC set twin shock (Chrome)

Twinshock (R-P) MH130.1D-N M40D set twin shock (Dark)

Twinshock (R-P) MH130.1D-C M40D set twin shock (Chrome)

StreetGlideS - RoadGlideS - RoadKingS
(length: Left 310mm / Right 305mm)

code description

Twinshock (R-P) MH111.1D-N M40D set twin shock (Dark)

TOURING “S” my 17/18
ElectraGlide S 
(length: Left 330mm / Right 325mm)

code description

Twinshock (R-P) MH112.1D-N M40D set twin shock (Dark)



Rebound
adjustment

Length

Preload
adjustment

Compression
adjustment

M40KC 

(C-R-L-P)

HARLEY DAVIDSON
type: Sportster - Touring - Dyna - VRod
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L’immagine del prodotto è generica e indicativa.   /   The product image is generic and for information only. 1-2020

Length
adjustment

M40D (R-P)

Rebound
adjustment

M40D (R-L-P)

C = Compression adj. / regolaz. Compressione

R = Rebound adj. / regolaz. Estensione

L = Length adj. / regolazione Interasse

P = standard spring Preload / Precarico molla std


