
14 15

M46
R

M
on

os
ho

ck
 R

Monoshock R
M

46 R

THE  THREE WAY “R” 
ADJUSTABLE SHOCK 
This rear shock line is a sophisticate 
unit intended primarily for race and 
track use.

It is equipped with three 
independently hydraulic control 
adjustments: 
high & low speed compression 
damping and Rebound damping.
The ride height is also adjustable.

Computerized engineering systems 
are used to design, project and 
produce all the components and only 
materials of high-end technical and 
mechanical characteristics are used.

High precision machining with the 
objective of reducing weight and  
friction to improve  sliding, high 
temperature stability, plus fine 
damping adjustment  to ensure the 
greatest sensivity and confidence  
to  the rider and also an excellent 
stability of  the rear  axle.                  

The difference in damping  is easily 
perceptible  with every click adjustment.  

Fully re-buildable and re-valveable.

Separate pressurized expansion 
tank (Nitrogen gas N2) 
with fully floating piston

Compression 
High Speed (HS) adjustment
Compression 
Low Speed (LS) adjustment

Supplied as standard with “HP” Hydraulic 
spring Preload. Available type 
(a) Integrated, (b) Integrated-Knob,  
(c) Flex and (d) Flex-Knob, 
according to different applications. 
Range of adjustment: 7 mm

The cylinders are made from Alu alloy with lapped 
finish and hard oxidation surface treatment
46 mm diameter piston with flow dynamics 
specially designed for better control of the 
suspension movements 

High tensile alloy Steel 16 mm diameter piston rod, 
hard chrome coating, lapped finish with PVD TIN 
(Titanium Nitride) surface treatment

Spring in Si-Cr alloy Steel, available in different 
rates based on the bike model and rider weight

Rebound adjustment

Ride height adjustment
Range of length adjustment: 9 mm

Alu alloy bottom eyelet 
or fork joint,machined from billet.
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“R” IL MONO A TRE VIE

Una linea sofisticata di ammortizzatori 
posteriori destinata principalmente 
all’uso racing.

Il mono è dotato di tre regolazioni 
idrauliche indipendenti di controllo: 
compressione alta & bassa velocità 
ed estensione.
Interasse registrabile per un assetto 
personalizzabile.

Progettato con sistemi computerizzati 
e realizzato utilizzando materiali 
ad elevate prestazioni tecnico-
meccaniche con l’obiettivo di ridurre 
pesi e atriti.

Lavorazioni di alta precisione per 
migliorare scorrevolezza, stabilità 
alle alte temperature e precisione di 
regolazione.
Garantisce massima sensibilità di 
guida e sicurezza al pilota oltre ad 
un’eccellente stabilità dell’assale pos-
teriore. 

La differenza di smorzamento è facil-
mente percepibile ad ogni clic di 
regolazione.
Completamente revisionabile.

n  ON DEMAND:
Pneumatic spring preloading system and 
rechargeable tank with quick connection. 
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